SPECIFICATIONS, STANDARDS AND SPECIAL PROVISIONS

ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE “STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION”, ADOPTED JANUARY ,1v 20073
THE "SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS”

ADOPTED JANUARY 1, 20093 THE LATEST EDITIONS OF THE “ILLINOIS M NUAL

ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS” (IMUTCD)AND
THE STANDARD SPECIFICATIONS FOR WATER AND SEWER MAIN CONSTRUCTION IN
ILLINOIS”s THE “DETAILS” IN THE PLANS; AND THE “SPECIAL PROVISIONS”
INCLUDED IN THE CONTRACT DOCUMENTS.

ANY REFERENCE TO STANDARDS THROUGHOUT THE PLANS OR SPECIAL PROVISIONS SHALL
BE INTERPRETED AS THE LATEST IDOT STANDARD.

ALL TRAFFIC CONTROL AND OTHER ADVISORY SIGNS NEEDED FOR CONSTRUCTION ARE TO
BE FURNISHED BY THE CONTRACTOR IN ACCORDANCE WITH SECTION 700 OF THE
STANDARD SPECIFICATIONS.

UTILITIES

THE CONTRACTOR SHALL COOPERATE WITH THE VILLAGE IN ANY UNDERGROUND UTILITY
SEQSZR?gﬁéDN WHICH THE VILLAGE MAY WANT TO PLACE DURING THE CONTRACTOR’S

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL
EXISTING FACILITIES SO THAT THE UTILITIES AND THEIR APPURTENANCES MAY BE
LOCATED AND ADJUSTED OR MOVED., IF NECESSARY. PRIOR TO THE START OF
CONSTRUCTION OPERATIONS. THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY
OWNERS AS PROVIDED FOR IN THE STANDARD SPECIFICATIONS.

THE APPROXIMATE LOCATIONS OF EXISTING UTILITIES ARE SHOWN ON THE DRAWINGS
ACCORDING_TO INFORMATION OBTAINED FROM UTILITY COMPANIES AND SURVEYS.
HOWEVERs THE VILLAGE OF FOREST PARK DOES NOT GUARANTEE THE COMPLETENESS OR
ACCURACY OF THE INFORMATION REGARDING UTILITIES, EITHER PUBLIC OR PRIVATE
SUCH AS SEWERS., GAS AND WATER MAINS, TELEPHONE AND ELECTRICAL DUCT LINES.
MANHOLES, CATCH BASINS, AND SIMILAR STRUCTURES. THE CONTRACTOR SHALL VERIFY
THE EXACT LOCATION OF ALL UTILITIES THAT MAY INTERFERE WITH CONSTRUCTION
OPERATIONS AND REPORT TO THE ENGINEER OMISSIONS AND DIFFERENCES FROM THE
LOCATIONS SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH ARE OCCASIONED BY HIS FAILURE TO EXACTLY
LOCATE AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR
SURFACE UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS.

UTILITY THAT IS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED T0
THE SATISFACTION OF THE ENGINEER. THE VILLAGE AND THE UTILITY OWNER. THIS
WORK SHALL BE SOLELY AT THE CONTRACTORS EXPENSE.

COORDINATION OF ALL UTILITY WORK INVOLVED IN THE CONSTRUCTION AREA WILL BE
DISCUSSED AT THE PRECONSTRUCTION CONFERENCE.

BEFORE STARTING ANY EXCAVATING. THE CONTRACTOR SHALL CALL “J.U.L.I.E.” AT 8-1-1

(OR 800-892-0123) FOR FIELD LOCATIONS OF BURIED ELECTRIC., TELEPHONE. CABLE AND
GAS FACILITIES AND THE VILLAGE UF FOREST PARK PUBLIC WORKS DEPT. FOR FIELD
LOCATIONS OF BURIED WATER AND STORM FACILITIES (2 WORKING DAY ADVANCE
NOTIFICATION IS REQUIRED).

STAKING

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR
SUBSECTION MONUMENTS OR PROPERTY OR REFERENCE MARKERS UNTIL THE VILLAGE. HIS
ﬁggx]r‘lgﬁsAN AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED THEIR

STORM SEWER

WHENEVER DURING CONSTRUCTION OPERATIONS ANY LOOSE MATERIAL IS DEPOSITED IN
THE FLOW LINE _OF DRAINAGE STRUCTURES SUCH THAT THE NATURAL FLOW OF WATER IS
OBSTRUCTED, IT SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. AT THE
CONCLUSION OF CONSTRUCTION OPERATIONS, ALL UTILITY STRUCTURES SHALL BE FREE
FROM DIRT AND DEBRIS. THE WORK SPECIFIED ABOVE WILL NOT BE PAID FOR
ggg?éé}l’_%lﬁm BUT SHALL BE INCLUDED IN THE COST FOR TRAFFIC CONTROL AND

WHEN EXISTING DRAINAGE FACILITIES ARE DISTURBED. THE CONTRACTOR SHALL

WATER MAIN

FOR WATER MAIN SHUT DFFS, THE CONTRACTOR SHALL GIVE THE VILLAGE A MINIMUM OF
2 _WORKING DAYS NOTICE. THE VILLAGE SHALL PROVIDE NOTIFICATION FORMS AND

DETERMINE THE LIMIT OF THE AFFECTED AREAS. THE CONTRACTOR SHALL BE RESPONSIBLE

FOR DISTRIBUTION OF THE NOTIFICATION FORMS TO ALL AFFECTED RESIDENTS.

THE CONTRACTOR SHALL NOT OPEN OR SHUT ANY WATER VALVES OR FIRE HYDRANTS
WITHOUT PRIOR AUTHORIZATION FROM THE VILLAGE PUBLIC WORKS DEPARTMENT.
UNAUTHORIZED USE SHALL SUBJECT THE OFFENDER TO ARREST AND PROSECUTION.

TOP OF WATER MAIN SHALL BE INSTALLED AT A MINIMUM DEPTH OF 5.5’ BELOW FINISHED

GRADE AND NO DEEPER THAN 8‘ FROM FINISHED GRADE WITHOUT THE PRIOR WRITTEN
APPROVAL OF THE UTILITIES SUPERINTENDENT.

CHANGES  IN DIRECTION OF WATER MAIN SHALL BE INSTALLED WITH APPROVED RETAINER
FITTINGS AND THRUST BLOCKING.

WATER MAIN SHALL NOT BE SLEEVED OR ENCASED WITHOUT THE PRIOR WRITTEN
APPROVAL OF THE UTILITIES SUPERINTENDENT.

PRESSURE TESTING OF WATER MAIN SHALL INCLUDE HYDRANTS BY PRESSURE TESTING
AGAINST INTERNAL VALVE OF HYDRANT.

ALL EXISTING BUFFALD BOXES LOCATED IN PROPOSED SIDEWALKS SHALL BE RELOCATED
OR ADJUSTED AS DIRECTED BY THE ENGINEER.

ANY NECESSARY PUMPING OF WATER FROM THE TRENCHES SHALL BE INCLUDED IN THE
COST OF THE PROPOSED WATER MAIN.

MISCELLANEOUS

ACCESS: THE CONTRACTOR SHALL PROVIDE ACCESS TO ABUTTING PROPERTY AT ALL
TIMES DURING THE CONSTRUCTION OF THIS PROJECT. EXCEPT FOR PERIODS OF SHORT
DURATION. THE COST TO PROVIDE ACCESS SHALL BE PAID FOR AND INCLUDED IN THE
ITEM AGGREGATE FOR TEMPORARY ACCESS.

DIMENSIONS: [T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL
DIMENSIONS AND CONDITIONS EXISTING IN THE FIELD PRIOR TO ORDERING MATERIALS
AND BEGINNING CONSTRUCTION.

ALL SAW-CUTTING SHALL BE INCIDENTAL TO REMOVAL [TEMS AND SHALL BE PERFORMED
PRIOR TO BEGINNING REMOVAL. ANY ITEMS OF WORK REMOVED PRIOR TO SAW-CUTTING
WILL NOT BE MEASURED FOR PAYMENT.

RELOCATING EXISTING SIGNS: EXISTING SIGNS WHICH ARE IN CONFLICT WITH
PROPOSED IMPROVEMENTS SHALL BE REMOVED AND REINSTALLED UPON COMPLETION OF
CONFLICTING IMPROVEMENTS IN ACCORDANCE WITH THE ILLINOIS DEPARTMENT OF
TRANSPORTATION “MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES” AND THE “STANDARD
SPECIFICATIONS FOR TRAFFIC CONTROL ITEMS” INCLUDED IN THE COST OF TRAFFIC
CONTROL AND PROTECTION. SPECIALTY SIGNAGE WILL BE ERECTED BY THE VILLAGE
AND PROTECTED AND MAINTAINED BY THE CONTRACTOR.

ONE (1) EXISTING CONCRETE PLANTER BOX WILL BE RELOCATED BY THE CONTRACTOR
FROM THE NORTHWEST CORNER OF JACKSON AND HANNAH TO A LOCATION WITHIN THE
VILLAGE TO BE DETERMINED BY THE ENGINEER. THIS WORK
COST OF THE SIDEWALK REMOVAL AND REPLACEMENT PAY ITEMS.

SHALL BE INCLUDED IN THE

PAY ITEMS IN THE SUMMARY OF QUANTITIES HAVE BEEN ESTIMATED. IF. IN THE

ENGINEER'S OPINION, THE WORK IS NOT REQUIRED, THE ITEM WILL BE DEDUCTED FROM

THE CONTRACT AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

POLLUTION CONTROL: THE CONTRACTOR WILL BE REQUIRED TO COMPLY WITH STATE
REGULATIONS REGARDING AIR., WATER AND NOISE POLLUTION. CONSTRUCTION
OPERATIONS SHALL BE CONFINED TOD .THE PERIOD BEGINNING AT 7:00 A.M. AND ENDING
AT 6:00 P.M. WEEKDAYS.8:00A.M. TO 4:00P.M. SATURDAY, AND NO WORK SHALL BE
PERFORMED ON SUNDAYS OR HOLIDAYS.PER VILLAGE ORDINANCE.

THE CONTRACTOR IS RESPONSIBLE FOR EXAMINING ALL SITE CONDITIONS PRIOR TO
COMMENCEMENT OF CONSTRUCTION AND IS TO COMPARE THE SITE CONDITIONS AS
INDICATED ON THE DRAWINGS.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION OPERATIONS TGO INSURE TRAFFIC
MAINTENANCE. SURFACE DRAINAGE., ETC. THROUGHOUT THE DURATION OF THE
CONSTRUCTION PERIOD IN ACCORDANCE WITH THE REQUIREMENTS OF THE VILLAGE OF

MWRDGC_GENERAL NOTES

1.

1.

LANDSCAPING GENERAL

1.

THE MWRD LOCAL
TWO (2) WORKING

ELEVATION DATU

SEWER SYSTEMS SECTION FIELD OFFICE MUST BE NDTIFIED AT LEAST
DAYS PRIOR TO THE COMMENCEMENT OF ANY WOR

S NGVD ‘29 (USGS)

1
CONVERSION EQUATION IS N/A
ALL FLOOR DRAINS SHALL DISCHARGE TO THE SANITARY SEWER SYSTEM.

ALL DOWNSPOUTS

AND FOOTING DRAINS SHALL DISCHARGE TO THE STORM SEWER SYSTEM.

ALL SANITARY SEWER PIPE MATERIALS AND JOINTS (AND STDRM SEWER PIPE MATERIALS
AND JOINTS IN A COMBINED SEWER AREA) SHALL CONFORM T

PIPE MATERIAL SPEC. OINT SPEC.

PVC GRAVITY |SEWER PIPE
6“-15" DIAl SDR 26
ASTM D-3034 ASTM D-3212 OR

ASTM D-2855

18"-27" DIA. F/DY=46

ASTM F-679 ASTM D-3212 OR
ASTM D-2855
DUCTILE IRON SEWER PIPE
ANST A-21.51 ANST A-21.11
REINFORCED CONCRETE SEWER PIPE
ASTM C76 ASTM C-443

ALL SANITARY SE

WER CONSTRUCTION (AND STORM SEWER CUNSTRUCTIDN IN COMBINED

SEWER AREAS) REQUIRES STONE BEDDING WITH STONE 1/4” TO 1” IN SIZE., WITH A

MINIMUM BEDDIN
BUT NOT LESS T
SHALL BE IDOT

THICKNESS EQUAL TO 1/4 THE OUTSIDE DIAMETER OF THE SEWER PIPE,
AN FOUR (4) INCHES NOR MORE THAN EIGHT (8) INCHES. MATERIAL
A-11 OR CA-13 AND SHALL BE EXTENDED AT LEAST 12" ABOVE THE

TOP OF THE PIPE WHEN USING PVC

"BAND-SEAL” COUPLINGS WITH STAINLESS STEEL SHEAR RINGS (A.K.A. NON-SHEAR
COUPL INGS) SHALL BE USED IN THE CONNECTION OF SEWER PIPE OF DISSIMILAR

MATERIALS.

WHEN CONNECTIN
SHALL BE USED:

TO AN EXISTING SEWER MAIN ONE OF THE FOLLOWING METHUDS

USE FACTORY WYE OR TEE

2. REMOVE | AN ENTIRE SECTIUN OF PIPE AND REPLACE WITH A WYE OR TEE BRANCH
SECTION.

3. WITH PIPE CUTTER, NEATLY AND ACCURATELY CUT OUT DESIRED LENGTH OF PIPE

FOR IN
TO HOLE

WHEREVER A SAN

ERTION OF PROPER FITTING. USING “BAND-SEAL” OR SIMILAR COUPLINGS
IT FIRMLY IN PLACE.

TARY/COMBINED SEWER CROSSES UNDER A WATERMAIN, THE MINIMUM

VERTICAL DISTANCE FROM THE TOP OF THE SEWER TO THE BOTTOM OF THE WATERMAIN

SHALL BE 18 IN
BETWEEN SANITAF
THE SEWER IS L
SEPARATICON: OR
AT THE OPPOSITE
VERTICAL SEPAR
ABOVE CANNOT BE
SEWER SHALL BE

ALL SANITARY M
SHALL HAVE A M
REINFORCED CON
USED BETWEEN M

ALL ABANDONED ¢
LEAST 2 FEET LG

ALL ALTERATIONS

HES. FURTHERMORE, A MINIMUM HORIZONTAL DISTANCE OF 10 FEET

Y/COMBINED SEWERS AND WATERMAINS SHALL BE MAINTAINED UNLESS:

ID IN A SEPARATE TRENCH. KEEPING A MINIMUM 18" VERTICAL

HE SEWER IS LAID IN THE SAME TRENCH WITH THE WATERMAIN LOCATED
A BENCH OF UNDISTURBED EARTH. KEEPING A MINIMUM 18"

TIDN. IF EITHER THE VERTICAL OR HORIZONTAL DISTANCES DESCRIBED

MAINTAINED, OR THE SEWER CROSSES ABOVE THE WATERMAIN, THE

CONSTRUCTED TO WATERMAIN STANDARDS.

NHOLES (AND STORM MANHOLES IN COMBINED SEWER AREAS)

NIMUM INSIDE DIAMETER OF 48 INCHES, AND SHALL BE PRE--CAST

RETE. RESILIENT CONNECTORS CONFORMING TO ASTM C-923 SHALL BE
NHOLE AND PIPE FOR ALL SANITARY, STORM AND COMBINED STRUCTURES.

ANITARY SEWERS SHALL BE PLUGGED AT BOTH ENDS WITH AT
ING NON—-SHRINK CONCRETE OR MORTAR PLUG.

NOTES
AND SUBSTITUTIONS MUST BE APPROVED BY THE LANDSCAPE ARCHITECT.

PROVIDE AND MAINTAIN TEMPORARY CUTLETS AND CONNECTIONS FOR ALL PRIVATE OR FOREST PARKs AND ANY OTHER GOVERNING AGENCIES. 2. CONTRACTORS MUST VERIFY ALL QUANTITIES AND OBTAIN ALL PROPER PERMITS AND LICENSES
?gBkEC DRAINSWASEWERS OR CATCHBEASINS. HE SHALL PROVIDE FACILITIES TO TAKE FROM THE PROPER AUTHORITIES.
L STORM WATER WHICH WILL ECEIVED BY THESE DRAINS AND SEWERS. AND THE CONTRACTOR SHALL TAKE ALL NECESSARY SAFETY PRECAUTIONS TO PROTECT AND
DISCHARGE THE SAME. HE SHALL PROVIDE AND MAINTAIN AN EFFICIENT PUMPING PROVIDE ACCESS TO ABUTTING PROPERTY, UTILITIES. PEDESTRIANS AND VEHICULAR 3. ALL LANDSCAPE IMPROVEMENTS SHALL MEET MUNICIPALITY REQUIREMENTS AND GUIDELINES.
P%éggéEIgFN$CESSARYé agg A TEMPORARY OUTLET. AND BE PREES$%D AT ALL TIMES TO TRAFFIC. WHICH SHALL BE |VERIFIED BY MUNICIPAL AUTHORITIES.
D HE WATE| EIVED FROM THESE TEMPORARY CONN ONS UNTIL SUCH .
TIME AS THE PERMANENT CONNECTIONS WITH SEWERS ARE BUILT AND IN SERVICE. NO BURNING OR INCINERATION OF RUBBISH WILL BE PERMITTED ON SITE. 4. ALL MATERIAL MUST MEET INDUSTRY STANDARDS AND THE LANDSCAPE ARCHITECT HAS THE
THIsnggglglth¥gT BE PAID FOR SEPARATELYs BUT SHALL BE INCLUDED IN THE COST RIGHT TO REFUSE ANY POOR MATERIAL OR WORKMANSHIP.
FOR OL A CTION. s 10NS . :
ND PROTECTION DO NOT SCALE DRAWINGS IF COORDINATES AND DIMENSIONS ARE GIVEN 5. LANDSCAPE ARCHITECT IS NOT RESPONSIBLE FOR UNSEEN SITE CONDITIONS.
FRAME ELEVATIONS GIVEN ON THE PLANS ARE ONLY TO ASSIST THE CONTRACTOR IN THE CONTRACTOR IS ADVISED THAT MUD AND DEBRIS MUST NOT BE DEPOSITED ON THE i )
DETERMINING THE APPROXIMATE OVERALL HEIGHT OF THE STRUCTURE. FRAMES OF ALL ADJACENT ROADWAYS. ANY DIRT AND DEBRIS ACCUMULATED ON THE PAVEMENT SHALL BE 6. ALL PLANTINGS SHALL BE SPACED EQUAL DISTANT, BACKFILLED WITH AMENDED SOIL IN AS AND
NEW, ADJUSTED OR RECONSTRUCTED STRUCTURES WILL BE ADJUSTED TO THE FINAL CLEANED BY THE CONTRACTOR WITHIN FOUR (4) HOURS OF THE INCIDENT OR HE WILL HOLE TWICE THE ROOTBALL DIAMETER. WATERED. FERTILIZED. PRUNED AND HAVE ALL TAG
ig&xg;angoFRTgE ASEA IN WHICH THEY ARE LOCATED AS PART OF THE STRUCTURE. BE BACK CHARGED AT THE RATE OF $500.00 PER INCIDENT PLUS THE COST OF THE ROPES REMOVED.
S . .
0 CONSTRUCTION COST VILLAGE'S FORCES TO COMPLETE THE WORK 7. TREES SHALL HAVE A WATERING SAUCER CONSTRUCTED AT THEIR BASE.
ANY EXISTING OR PROPOSED STORM SEWER DAMAGED BY THE CONTRACTOR DURING THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO STREETS DR ROADWAYS -
CONSTRUCTION SHALL BE REPLACED BY THE CONTRACTOR AT NG COST TO THE VILLAGE. AND ASSOCIATED STRUCTURES AND SHALL MAKE REPAIRS AS NECESSARY TO CORRECT 8. LAWN AND BED AREAS SHALL BE ROTOTILLED AND CLUMPS OF SOIL. AGGREGATES AND DEBRIS
THE COST OF CONNECTING EXISTING STOR 0 THE PROPOSED INAGE SYST DAMAGE AT HISSSWN EXPENSE THE GRADING AND CUNSTR?ETIDN OF THE PROPOSED RAKED OUT AND REMOVED FROM THE SITE.
C XIST M SEWERS T DRA EM IMPROVEMENTS SHALL NOT CAUSE PONDING OF STORM WATER.

AND CONNECTING PROPQOSED STORM SEWER TO EXISTING STRUCTURES SHALL BE 9. ALL BEDS SHALL HAVE WEED PREEMERGENTS APPLIED AT THE RECOMMENDED RATE. AND SHREDDED
$SESﬁEEE§gAé¢CLUBEDw}ELTSE gONTRACg g¥x¥ ERICE FOR saﬁ?¥ SEWERS HUWEVEgh ALL GRASSED AREAS DISTURBED DURING THE CONSTRUCTION OPERATIONS SHALL BE HARDWOOD MULCH |SPREAD AT A MINIMUM OF 3" DEPTH.

PI AID FO HE CONTRACT RICE FOR “STi SODDED IN ACCORDANCE WITH SECTIONS 250 AND 252 OF THE STANDARD
SEWER” OF THE TYPE AND SIZE REQUIRED. SEE%IFICATIQNS, 10. ALL DEBRIS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF PROPERLY.
WHEN THE REQUIRED VERTICAL AND HORIZONTAL CLEARANCES. AS SPECIFIED BY THE DETECTABLE WARNINGS MEETING ADA REQUIREMENTS SHALL BE INSTALLED AT ALL
IEPA, BETWEEN PROPOSED STORM SEWER AND EXISTING OR PROPOSED WATER MAINS INTERSECTING STREETS AS DIRCCTED BY THE ENGINEER (SEE IDOT STD. 424001-05
CANNOT BE MET. CIRCULAR PIPE SHALL BE INSTALLED OF WATER MAIN QUALITY PIPE INCLUDED IN THE PLANS). CONTRACTOR SHALL VERIFY THAT ALL SLOPES MEET ADA
AS SPECIFIED IN THE SPECIAL PROVISIONS FOR WATER MAIN, EXCEPT THAT ONLY REQUIREMENTS PRIOR TO INSTALLING DETECTABLE WARNINGS.
DUCTILE IRON PIPE WILL BE ALLOWED BENEATH PAVEMENTS. THIS PIPE WILL BE PAID
FOR AS “STORM SEWER, WATER MAIN QUALITY”. CHRISTOPHER B. BURKE ENGINEERING, LTD. IS NOT RESPONSIBLE FOR IMPLEMENTATICN

OF THE STORM WATER POLLUTION PREVENTION PLAN (SWPPP). INCLUDING MAINTENANCE
ANY PORTIONS OF STORM SEWER AND MISSION COUPL INGS NEEDED TO CONNECT (EXTEND) AND/OR REPAIR OF SOIL EROSION AND SEDIMENT CONTROL MEASURES. FOR COMPLIANCE
EXISTING STORM SEWER TO PROPOSED STRUCTURES SHALL BE CONSIDERED INCIDENTAL WITH THE GENERAL NPDES PERMIT FOR STORM WATER DISCHARGES FROM CONSTRUCTION
TO THE COST OF THE STRUCTURE. PROPOSED STORM SEWER SHALL BE STORM SEWER OF SITE ACTIVITIES.
THE TYPE AND SIZE REQUIRED.
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